How to upgrade BM3Vet Touch Firmware
1. Download Teraterm from the link below and install it 
https://osdn.net/projects/ttssh2/releases/


2. Necessary cables 
Upgrade cable ---- 1ea
USB-to-Serial convertor --- 1ea (if computer doesn't have COM port).






3. Connection

4. Seup Teraterm and upgrade firmware
1) Run Tera Term     
2) Click the radio button right next  to "Serial" then select your USB-to-Serial Comm Port from Port drop down menu like the picture below and then click "OK". 

3) Select "Setup" from the menu and select "Serial port" 


4) Setup the port same as the picture below and then click "OK"
Note: Port must be your port number which you selected at (2).


5) Power on your patient monitor. At the same time,  press and hold the enter key until you see the same screen as the picture below. If you can't see the screen below, your patient monitor already booted then you have to try (5) again. 

Figure 5.1: TeraTerm screen


                                                Figure 5.2: Device screen when TeraTerm enters upgrade mode successfully





6) Type "appl" at TeraTerm window and then press the enter


7) While TeraTerm screen prints out CCCCC.., Click on "File" -> "Transfer" -> "XMODEM" -> "Send..." from the menu. 
And then select "a firmware file"  from your folder. 




***Select a firmware file from your folder and click "open"



***The firmware update will progress automatically. It will take about 10 to 15 minutes



 8) Enter "y" to the below screen.


***Finalizing firmware upgrade.







9) Enter "quit" to TeraTerm command window then your patient monitor will be turned off. 
Power on your patient monitor again and check the firmware version. 
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